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SUPPLEMENTAL REISSUE DECLARATION 


Sir: 


We, DAVID A. SPEAR, who was a United States citizen residing at Manchester, 
Connecticut, at the time of his death on October 22. 1995, BRUCE P. BIEDERMAN. a 
United States citizen residing at Meriden. Connecticut, and JOHN A. OROSA, a United 
States citizen residing at Palm Beach Gardens. Florida, hereby declare and say that; 

Every error in U.S. Patent No. 5,642,985 that has been corrected in the present 
reissue application, and is not covered by the prior declaration submitted in this 
application, arose without any deceptive intention on any of our parts. Namely, we 
believe that the original said patent is partly inoperative by reason of claiming less than 
we had the right to claim in that patent. Specifically, we believe that we were entitled to 
claims to at least the following subject matter: 
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A turbomachinery blade for a gas turbine engine fan comprising a plurality 
of blades mounted for rotation about a fan axis with neighboring blades forming 
passages for a working medium gas, wherein: 

the blade has a configuration enabling the fan to rotate at speeds 
providing supersonic flow velocities over the blade in at least a portion of each 
passage causing the fomiatlon of a shock in the gas adjacent an inner wall of a 
case forming an outer boundary for the working medium gas flowing through the 
passages; 

the blade has a leading edge with an inner region ending at an inward 
boundary of an intermediate region and a tip region beginning at an outward 
boundary of the intermediate region and extending to a tip end of the blade, the 
inner region being swept fonward and the intermediate region being swept 
reanivard at a sweep angle that does not decrease; and 

the tip region is translated forward relative to a leading edge with the same 
sweep angle as the outward boundary of the intermediate region, to provide a 
sweep angle that causes the blade to intercept the shock. 


5 A blade for a gas turbine engine fan comprising a plurality of blades 

Si mounted for rotation within a case circumscribing the blades and forming an 

y outer boundary for a working medium gas flowing through passages formed by 

^1 neighboring blades, wherein: 

e 

□ the blade has a configuration enabling the fan to rotate at speeds 

^ providing supersonic flow velocities over the blade in at least a portion of each 

y passage; 

P 

^ the blade has a leading edge with an inner region ending at an inward 

boundary of an intermediate region and a tip region beginning at an outward 
boundary of the intenmediate region and extending to a tip end of the blade, the 
inner region being swept fonvard and the intermediate region being swept 
rearward at a sweep angle that does not decrease from llie inward boundary of 
the Intermediate region to the outward boundary of the intermediate region; and 

throughout the tip region the sweep angle is less than the sweep angle at 
the outward boundary of the Intermediate region. 


A gas turbine engine fan, comprising a plurality of blades mounted for 
rotation within a case circumscribing the blades and forming an outer boundary 
for a working medium gas flowing through passages formed by neighboring 
blades, wherein: 
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each blade has a configuration enabling the fan to rotate at speeds 
providing supersonic working medium gas velocities over the blade at least in the 
vicinity of the passages proximate to the case; 

each blade has a leading edge with an Inner region ending at an inward 
boundary of a swept intermediate region and a swept tip region beginning at an 
outward boundary of the Intermediate region and extending to a tip end of the 
blade the inner region of each blade being swept fonward and the intermediate 
region of each blade being swept reanward at a sweep angle that does not 
decrease from the inward boundary of the intermediate region to the outward 
boundary of the intermediate region; and 

throughout the tip region the sweep angle of each blade Is less than the 
sweep angle at the outward boundary of the intermediate region. 


A gas turbine engine fan comprising a plurality of identical blades, each 
blade being mounted for rotation within a case circumscribing the blades and 
having an inner wall forming an outer boundary for a working medium gas flowing 
through passages formed by neighboring blades, wherein: 

each blade has a configuration enabling the fan to rotate at speeds 
providing supersonic working medium gas velocities over the blade in the vicinity 


y of the passages proximate to the case; 

each blade has a leading edge with an Inner region, an intermediate 
O region and a tip region, the inner region extending to an inward boundary of the 

m intermediate region, and the tip region extending from an outward boundary of 

y the intermediate region to a tip end of the blade; and 

^0 the inner region is swept fon^^ard, the intermediate region is swept 

^ rearward at a sweep angle that does not decrease, and the tip region is 

translated forward relative to a leading edge with the same sweep angle as the 

outward boundary of the intermediate region. 


A blade for a gas turbine engine rotatable within a case at speeds 
providing supersonic flow over at least a portion of the blade, wherein the blade 
has a leading edge with a fonward swept inner region, the inner region ending at 
a reanvard swept middle region having a sweep angle that does not decrease 
throughout the middle region, the middle region ending at a tip region that is 
translated ioPMaro relative to a leading edge with the same sweep angle as the 
end of the middle region. 
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A blade for a gas turbine engine roiatable within a case at speeds 
providing supersonic flow over at least a portion of the blade, wherein the blade 
has a leading edge with a fonward swept middle region having a sweep angle 
that does not decrease throughout the middle region and ending at a tip region 
that is translated reanward relative to a leading edge with the same sweep angle 
as the end of the middle region. 


Each of us hereby declares that all statements made herein of our own 
knowledge are true and that all statements made on information and belief are believed 
to be true; and further that the statements were made with the knowledge that willful 
false statements and the like so made are punishable by fine or imprisonment, or both, 
under § 1001 of Title XVIII of United States Code, and that such willful false statements 
may jeopardize the validity of this application or any patent issued thereon. 


St 

y Date: 


Dennis N. Kantor 
330 Roberts Street 
East Hartford, CT 06108 
Executor of the Estate of 
yj David A. Spear, deceased, 


formeft^residlrK] at: 


^\ 28 Bishop Drive 


inchester, CT A6040 


Date: ///V/oZ. 


Date: 
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We. DAVID A. SPEAR, who was a United States citizen residing at Manchester, 
Connecticut, at the time of his death on October 22. 1995, BRUCE P. BIEDERMAN. a 
United States citizen residing at Meriden. Connecticut, and JOHN A. OROSA, a United 
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Every error in U.S. Patent No. 5.642.985 that has been corrected in the present 
reissue application, and is not covered by the prior declaration submitted In this 
application, arose without any deceptive intention on any of our parts. Namely, we 
believe that the original said patent is partly inoperative by reason of claiming less than 
we had the right to claim in that patent. Specifically, we believe that we were entitled to 
claims to at least the following subject matter: 
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A t.,rt,omachiner¥ Made for a gas turbine engine fan comprising a pluraiily 
of b.ad« mTumtS f^^tauon about'a fan axis wHh neighboring blades forn„ng 
passages for a working medium gas. wherein: 

the blade has a configuration enabling the fan to rotate at speeds 
providing supe^o^^^^ flow velocities over the blade in at least a Po^^^^^J^^^^^ 
oassa« MUSing the formation of a shock in the gas adjacent an nner wall of a 
cSe formTngTn o^^^^ boundary for the working medium gas flowmg through the 


passages; 


the bi8d« has a leading edge wrth an .nner region e^^mg at an inwarel 
boundaty of an intermediate region and a tip region beg;nn«hg at an ou^rd 
bounda^ of the intermediate region and extending to a t'P end of me blade, the 
inner region being swept fon^/ard and the Intemiediate region being swept 
reanward at a sweep angle that does not decrease; and 

the tip region is translated fon««rd relaUve to a leading edge with the same 
sweep angle as the outward boundary of the Intermediate region, to provide a 
sweep angle that causes the blade to intercept the shock. 


A blade for a gas turbine engine fan comprising a plurality of blades 
W mounted for rotation within a case circumscribing the blades and fomning an 

"^l outer boundary for a working medium gas flowing through passages formed by 

y neighboring blades, wherein: 

the blade has a configuration enabling the fan to rotate at speeds 
I providing supersonic flow velocities over the blade in at least a portion of each 

J passage; 

^ the blade has a leading edge with an inner region ending at an inward 

'^i boundary of an intemnediate region and a tip region beginning at an outward 

boundary of the intermediate region and extending to a tip end of the blade, trie 
inner region being swept fonvard and the intermediate region being swept 
reanwand at a sweep angle that does not decrease from the inward boundary of 
the intermediate region to the outward boundary of the intermediate region; and 

throughout the tip region the sweep angle is less than the sweep angle at 
the outward boundary of the intermediate region. 

A gas turbine engine fan. comprising a plurality of blades mounted for 
rotation within a case circumscribing the blades and forming an outer boundary 
for a working medium gas flowing through passages formed by neighboring 
blades, wherein: 
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each Diade has a configuration enabling the fan to rotate at «P<'^d- 
providing supersonic working medium gas velocities over the blade at least m the 
vicinity of the passages proximate to the case; 

each blade has a leading edge with an inner region ending at an inward 
boundaiy of a swept intermediate region and a swept ^'P ^^'O" beg.nn.^^^ 
outward boundary of the Intennediate region and extending to a tip end of the 
blide She inner [^gion of each blade being swept fon«,ard and th« 
region of each blade being swept rearward at a sweep angle tf^a* -does not 
decrease from the inward boundary of the intermediate region to the outward 
boundary of the intermediate region: and 

throughout the tip region the sweep angle of each blade is less than the 
sweep angle at the outward boundary of the intermediate region. 


A gas turbine engine fan comprising a plurality of identical blades, each 
blade being mounted for rotation within a case circumscribing the blades and 
O having an inner wall forming an outer boundary for a working medium gas flowing 

through passages formed by neighboring blades, wherein: 

each blade has a configuration enabling the fan to rotate at speeds 
providing supersonic working medium gas velocities over the blade in the vicinity 
of the passages proximate to the case; 

y 

^ each blade has a leading edge with an inner region, an intermediate 

' region and a tip region, the inner region extending to an inward boundary of the 

5 Intermediate region, and the tip region extending fronj an outward boundary of 

f; the intermediate region to a tip end of the blade; and 

5 the inner region is swept fonward, the intermediate region is swept 

« reanward at a sweep angle that does not decrease, and the tip region is 

translated forward relative to a leading edge with the same sweep angle as the 
outward boundary of the intermediate region. 


A blade for a gas turbine engine rotatable within a case at speeds 
providing supersonic flow over at least a portion of the blade, wherein the tslade 
has a leading edge with a fonward swept inner region, the inner region ending a1 
a rearward swept middle region having a sweep angle that does not decrease 
throughout the middle region, the middle region ending at a tip region that is 
translated fonward relative to a leading edge with the same sweep angle as the 
end of the middle region. 
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A blade for a gas turbine engine rotatable wHhin a case at speeds 
providing supersonic flow over at least a portion of the blade, vtrherein the blade 
has a leading edge with a forward swept middle region having a sweep angle 
that does not decrease throughout the middle region and ending at a tip region 
that is translated rearward relative to a leading edge with the same sweep angle 
as the end of the middle region. 


Each of us hereby declares that all statements made herein of our own 
knowledge are true and that all statements made on infbnnatlon and belief are believed 
to be true; and further that the statements were made with the knowledge that willful 
false statements and the like so made are punishable by fine or imprisonment, or both, 
under § 1001 of Title XVIII of United States Code, and that such willful false statements 

O 

^ may Jeopardize the validity of this application or any patent issued thereon. 


m 


Date: I H^^ 



O 
W 


Dennis N. Kantor 
330 Roberts Street 
East Hartfbnj. CT 06108 
Executor of the Estate of 
Davkl A. Spear, deceased, 
formerly residing at: 
28 Bishop Drive 
Manchester, CT 06040 


Date: 


Bruce P. Biederman 


Date: 


John A. Orosa 


